Water Saving Device — Flow Controller 


VO & Super 

Super : Water Saving Device 
Flow Controller 

FVO : Domestic consumption accounts for over half of the total water 
consumption in Hong Kong. Therefore, to reduce water consumption, the 
most effective place to start is at home. 

Super : Change water using habits 

FVO : Apart from changing daily water using habits, you can make use of flow 
controllers to save water easily. 

Super : Flow Controller 

FVO : Flow controller is a simple device to save water effectively. 

Super : Before After 

FVO : This tiny device can be installed into water tap and reduce water 
consumption right away. By using flow controllers, you save money and 
water at the same time, which also make an effort to cherish water 
resources. 

Super : Before After 
Around 880ml = Around 520ml 

FVO : Installation of the flow controller is very simple. Ladies can handle the work 
easily as well. 

Super : Installation of Flow Controller in Water Tap 

FVO : First, remove the water tap nozzle. 

Super : 1 Step 


Remove the water tap nozzle 


FVO : Take out the washer inside the nozzle, that is the O-ring, 


Super : 24 Step 
Take out the washer 
(O-ring) 
FVO : and the nozzle insert. 
Super : 24 Step 


and nozzle insert 


FVO : After that, place the flow controller into the nozzle, 


Super : 3" Step 
Place the flow controller into the nozzle 


FVO : with the coloured side facing upward. 


Super : 3" Step 
Coloured side facing upward 


FVO : Finally, fix the original washer into the nozzle, 


Super : Final Step 
Fix back the washer 


FVO : and screw the nozzle to the water tap. The installation has been completed 


and you can save water right away! 


Super : Final Step 
Screw the nozzle to water tap 


FVO : For more water saving tips, please visit the Water Supplies Department 


website at wsd.gov.hk. 


Super : Water Supplies Department Logo 


www.wsd.gov.hk 
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